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KEY FEATURES 

Exceptional Value 

The F-Series displays deliver the best 
balance of value and performance. The 
brilliant display provides vibrant color 
imaging and sharp graphics and text. 

Ultra-thin Bezel 

The F-41 5, F-41 7, and F-41 9 has an 
ultra thin bezel of of 1 7 mm making it 
ideal for mutli-mount or tiling 
configurations. 

Industry Standard Mounting 

VESA-compatible LCD display arm or 
wall mount kits are available for ease of 
placement and mounting. 

One Touch Auto-Adjustment 

Automatically adjusts screen settings for 
an optimal image, eliminating the need 
to change settings manually. 

□n-Screen Display (OSD) 

An easy to use On-Screen Display (OSD) 
provides the control to fine tune display 
settings. 

Security Lock 

Safeguard the LCD display by anchoring 
it to a desk or secure object. Compatible 
with Kensington® security locks (F-1 7 
only). 

Customer Satisfaction 

Global after-sales service and a 3-year 
limited warranty for complete customer 
service. 



F-Senies with Ultra Thin Bezel 

The new F-series delivers the best of AG Neovo's award-winning image quality 
and performance at prices usually only found in higher-end models. It features 
an ultra-thin bezel for mulit-monitor mounting configurations, ideal in a 
financial institution setting. The F-series is highlighted by easy-to-use onscreen 
controls, auto adjustment, a lightweight design, a small foot print stand. 
Optional accessories include a high-tech display arm or wall mount kit. 
The F-series provides everything you need, at a price you'll love. 



www.neovo-usa.com 



TECHNICAL SPECIFICATIONS 
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Panel Size 


15" (381mm) 


17.0" (431.8mm) 


19.0" (482.6mm) 


Max. Resolution 


XGA 1024x768 


SXGA 1280x1024 


SXGA 1280x 1024 


Pixel Pitch 


0.297mm (Typical) 


0.264mm (Typical) 


0.294mm 


Brightness 


250cd/m2 


250cd/m2 


300cd/m2 


Contrast Ratio 


400:1 


430:1 (Typical) 


700:1 (Typical) 


Surface Treatments 


Hard Coating (3H) 


Hard Coating (3H) 


Hard Coating (2H) 


Viewing Angle CH/VD 


1307100° (Minimum) 


1607130° (Typical) 


1707170° (Typical) 


Display Color 


16.7M 


16.7M 


16.7M 


Response Tme 


10ms / 25ms (Typical) 


5ms / 15ms (Typical) 


15ms / 10ms (Typical) 


Max Pixel Clock 


80MHz 


135MHz 


135MHz 


Frequency 


Horizontal: 24kHz -61 kHz 


Horizontal: 24kHz - 80kHz 


Horizontal: 24kHz - 80kHz 




Vertical: 49Hz - 75Hz 


Vertical: 49Hz - 75Hz 


Vertical: 50Hz - 75Hz 


Input Interface 


Analog 15-Pin Mini D-Sub 


Analog 15-Pin Mini D-Sub 


Analog 15-Pin Mini D-Sub 








Digital: 24-Pin DVI-D 


Connector 


Power: 3-Pin AC Inlet 


Power: 3-Pin AC Inlet 


Power: 3-Pin AC Inlet 


Tit Angle / Swivel 


5° - -30° (Tilt) 


5°~-30° (Tilt) 


5° --20° (Tilt) 


VESA FPMPMI Mounting 


Yes (75mm) 


Yes (75mm) 


Yes (100mm) 


Net Dimensions 


350 x 335 x 180mm 


377 x 373 x 200mm 


422 x410 x220mm 




(13.8" x 13.2" x 7.1") 


(14.8" x 14.7" x 7.9") 


(16.6" x 16.2" x 8.7") 


Packing Dimensions 


442 x 393 x 120mm 


498 x442 x 154mm 


502 x 496 x 154mm 




(17.4" x 15.5" x 4.7") 


(19.6" x 17.4" x 6") 


(19.8" x 19.5" x 6.1") 


Net Weight 


3.5Kg (7.7lbs) 


5.0Kg(11tbs) 


6.5Kg(14.3lbs) 


Gross Weight 


4.5Kg (9.9lbs) 


7.0Kg(15.4lbs) 


8.5Kg(19.2lbs) 


Safety S. EMI 


UL/CULJUV/GS, IS0 13406-2, 


UL/CULJUV/GS, ISO-1 3406-2, 


UL/CULJUV/GS, IS0 13406-2, 
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VESA 


DDC 1/2B, DPMS 


DDC1/2B, DPMS 


DDC 1/2B, DPMS 




100-240V, 50~60Hz 


100~240V,50~60Hz 


100 - 240V, 50 - 60HZ 


Power AC Consumption 


<30W (On) 


<48W (On) 


<80W (On) 




<3W (Stand-by) 


<3W (Stand-by) 


<3W (Stand-by) 




<3W (Off) 


<3W (Off) 


<3W (Off) 
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Accessories 




RF KEYBOARD AND MOUSE 




WALL MOUNT KIT 





AG Neovo Displays 

Stunning looks. Vivid colors that jump off the screen. Razor-sharp 
picture. The new state-of-the art flat panel displays from AG Neovo. 
Images so clear, so bright, so realistic, it will change the way you 
look at the world. 

Visual alchemy? AG Neovo combines art and science, delivering a 
portfolio of advanced flat panel displays for any application. 



AG Neovo displays use only the highest-grade components, which 
deliver extremely high reliability and uncompromising quality. 

Sophisticated designs, remarkable brightness and unmatched 
contrast. AG Neovo flat panels bring the next generation of 
displays to you today. 



North and South America 

U.S. West Coast Office 

(Regional Headquarters] 

AG Neovo Technology Corporation 

2362 Qume Drive, Suite A 

San Jose, CA 95131 USA 

Tel: 1-408-321-8210 

Fax: 1-408-321-8211 

saleswest@neovo-usa.com 

www.neovo-usa.com 



U.S. East Coast Office 

AG Neovo Technology Corporation 

156 Fifth Avenue Suite 1119 

New York, NY 10010 USA 

Tel: 1-212-647-9080 

Fax: 1-212-647-9084 

saleseast@neovo-usa.com 

www.neovD-usa.com 



Asia 

Associated Industries China, Inc. 

10F, No. 15, Chi-Nan Road, Sec. 1 

Taipei, Taiwan R.O ,C. 

Tel +886-2-2357-5896 

Fax +B86-2-3393-2475 

marketing@neovo.com 

www.neovo.com 



Europe 

AG Neovo Technology B.V. 

Eglantierbaan 8 

2908 LV Capelle A/D Ijssel 

The Netherlands 

Tel +31-10-442-57-37 

Fax +31-10-442-57-42 

servioe@agneovo.nl 

www.agneovo.nl 



Online 

Visit www.neovo-usa.oam 
for the latest information 
on AG Neovo's range of 
award winning displays. 



0neovo 

A Different Class Of Display 



All specifications are subject to change without prior notice. © 2002 AG Neovo Technology Corporation. The name AG Neovo is a trademark of Associated 
Industries China, Inc. All other trademarks are the property of their respective owners. 



DM CODE: MKT-F31 531 7-01 03-NA 



